
Gateway

HUB is designed to be quick and simple to setup. Just follow the quick start set up sequence
and you will soon have total control over your home heating system.

Technical Data 
Operating voltage: 

Operating current: 

Operating Connector:  

Frequency:  

Environment Temperature : 

Dimensions: 

Color:  

IP protection rating: 

5V 
1A 
Micro USB 
433Mhz 
5 ° C ~   50  C  °
Surface mounted, 78mm x 98 mm x 28mm.  
White 

40.

APP download

Search ''My E-thermostat'' on app store (IOS) or Google Play (Andriod), or 
scan below QR code.
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Wiring Connection 

Connect the power supply to the Gateway, Connect the Gateway to the router with the Ethernet cable.

LEDs & Buttons Explanations 

USB power cable 

Ethernet Port 

LED1: Network LED indicator  
ON: Connected to Server success 
OFF: Haven’t connect to server 
Flash: In connecting to server 

LED2:  Working LED indicator  
OFF: Work Normally  
Flash slowly: Connecting with APP 
Flash fastly: Connecting with TL-10

Button 1: Factory Reset by Long click 5 seconds 
 Button 2： Functional Button 
a. Click twice times:  Connecting status with TL-10

b. Long click 3 seconds then leave button: Connecting status
wit   h AP  P 

c. Click one time：Exit connecting status，enter working
mode
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WIFI Connection 

The full system is easy to setup, firstly we will connect Gateway with APP, then connect
Gateway with Slave thermostat TL-10, then full system ready to be controlled.

1. Connecting Gateway with APP by WIFI
Please Download and install APP E-Thermostat in your Android smartphone. Make your
phone device same wifi network as HUB( Connect to same router).

a. Press at the top right corner to add a device, then picture 1-2 will occur and 

request SSID and password, here please enter your own WIFI name and WIFI password. 
b. Long press Button 2 on HUB for 3 seconds, LED will flash slowly;

c. Click AirStart button on APP, then the Gateway and the APP connect success and the
LED 2 stop flash change to off. App will auto change to picture 1-3. If not, please
refresh the app page.

d. Long press HostDevice Icon, you can modify the Gateway name.

1-1 1-2 1-3

2. Connecting Gateway with TL-10.
At part 1, the Gateway and APP already build the connection, now we only need to
pair the Gateway with slave thermostats by following steps.
a. Click twice times of Gateway Function Button, the LED 2 Flash quickly

Button 2, long click for 3 seconds 
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b. Turn TL-10 OFF by pressing ON/OFF button, then long press M button for 5seconds, you can
see two lines code on the screen,. Then press UP button again. The Gateway and TL-10 pair
done.

c. Fresh the APP, you can see first device under the list of Gateway MultiSmart.
d. Long press the slave thermostat icon can modify the device name as picture 2-2
e. More slave thermostats please start from step a to pair.

  2-1 2-2 2-3

Mounting 

Button 2, click twice times 


